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Waterproof housing

Shaft shoulders locking

High axial load capacity.

PA FV polyamide housing

PP FV polypropylene housing

Material

PA FV polyamide housing

• Reinforcing bushings on mounting holes and washers in stainless steel AISI 304.

PP FV polypropylene housing

• Ball type stainless steel AISI 316 greasing nipple

• Reinforcing bushings on mounting holes and washers in stainless steel AISI 316.

Continuous operating temperature

Maximum allowed misalignment:

Bearing

• Type 1200 self aligning ball bearing

• Chrome alloy steel

• Supplied without grease

Closed

unit

Open

unit

Seal.

Only for Type 1206
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Code e a b s g i h t Dg max. min.

25 20 68976 680352 90 116 62 11 20 18 11 47 45 40

30 25 68483 680362 99 130 71 11 11 52 50 47

35 30 68339 680372 117 148 85 11 26 19 11 40 62 60 52

40 35 648091 680382 130 162 93 11 26 11 40 72 70 60

45 40 672371 680392 144 176 102 11 30 25 16 45 80 78 65

25 20 68986 680402 90 116 62 11 20 18 11 47 45 40

30 25 68493 680412 99 130 71 11 11 52 50 47

35 30 68349 680422 117 148 85 11 26 19 11 40 62 60 52

40 35 648101 680432 130 162 93 11 26 11 40 72 70 60

45 40 672381 680442 144 176 102 11 30 25 16 45 80 78 65

Best Seller   Standard   On request

Item code for order = B0000 + Code

 = Dimensions Df max / Df min must be respected to ensure positive retention of the seals and to allow air bleeding during lubrication.
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dia.
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Bearing
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mm

Housing material

Dimensions in mm

Bore in
frame

Df
Weight

Kg

Polyamide
PA FV

Polypropylene
PP FV

Series Bearing

Closed unit

Type 1200

Type 1200

Type 1200

Type 1200

Type 1200

Open unit

Type 1200

Type 1200

Type 1200

Type 1200

Type 1200


