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Characteristic features: 

• Compact and robust 
• High flow capacity at  

High pressure 
• Easy to operate 
• No heat, flame or 

spark risk 

 
Applications: 
 

• Pressure testing 
• Water jet cleaning 
• Water jet cutting 

(Model DPD200-AF 
with smaller cross 
sections) 

 

Technical data: 

 
Working pressure :                     up to 2,100 bar 
 
Flow capacity :                           up to 5.6 liter per minute 
 
Weight :                                      approx. 49 kg 
 
Air drive connection :                     3/4 BSP 
 
Inlet connection   DPD200:        3/8 BSP female 
Inlet connection   DPD200-AF:  ¼   BSP 
 
Outlet connection DPD200:       1 1/18-12UNF 
Outlet connection DPD200-AF: ¾-16UNF 
 
Air drive pressure :                     min 1 bar / max 10 bar 

 
 

Air driven liquid pump DPD 200 
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Leistungsdiagramm/Performance Graph DPD 200
Prüfflüssigkeit/Test Liquid: Wasser-Öl-Emulsion/Water Oil Emulsion ca. 1 - 10 cst
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Leistungsdiagramm/Performance Graph DPD 200 AF
Prüfflüssigkeit/Test Liquid: Wasser-Öl-Emulsion/Water Oil Emulsion ca. 1 - 10 cst
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